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Muraplast FK 17 
High Range Water Reducing and Set Retarding Concrete Admixture   

 

 

Application Notes 

Muraplast FK 17 a high range water reducing 

admixture specifically designed for producing high 

slump, flowing concrete in hot climates.  It is 

based on selected sulfonated naphthalene 
polymers and is a powerful de-flocculent. 

Compatibility 

Muraplast FK 17 can be used with all types of 

cements and cementitious material like fly ash 

(PFA), GGBS, micro silica, etc.  

Muraplast FK 17 should not be premixed with 

other admixtures. 

Muraplast FK 17 can be used in combination with 

other MC products in concrete. 

Dosage 

Recommended dosage is 0.8 - 3.0% by weight of 

cementitious material. Higher dosage can be used 

after verification of performance by conducting lab 

and site trials. 

 

 

 

Muraplast FK 17 is added to the concrete during 

mixing. It is most effective when added after the 

addition water. It is also possible to dose it with the 

added water. 

The mixing time should be long enough to allow the 

admixture to unfold its plasticizing effect during 

mixing. 

 
Effects of Overdosing 

 

Overdosing may result in higher workability and 

delay in setting. If intentionally or accidentally, 

dosage used is above the recommended limit, 

ensure that the stripping time of formwork is 

extended accordingly. In such cases, provided the 

concrete is properly cured, the ultimate strength 

will generally be higher than the regular concrete. 
The effects of overdosing are increased when 

sulphate resistant cement is used in the concrete 

mixes because of the chemical nature of the 

cement as compared to that of OPC. 

 
Please note the “General Information on the Use 

of Concrete Admixtures”. 

 

Product Properties 

High slump concrete for congested areas  

Good water reduction 

Superior workability retention  

Economic dosage 

Increases durability by reducing permeability  

Chloride free and safe for use in pre-stressed and reinforce concrete  

High quality concrete surfaces  

No excessive air entrainment  

Areas of Application 

Concrete with high slump retention  

Ready-mix concrete 

Flowing concrete for hot climates  

Fair-faced concrete 

Pumped concrete 

Mass concrete 
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Technical Data for Muraplast FK 17 

Characteristic Unit Value Comments 

Density kg/dm3
 approx. 1.20 +/- 0.03 

Recommended Dosage % 0.8 – 2.0 per cement weight 

   

   

 
 

 

Property specifications are based on laboratory tests and may vary in practical application. To determine 

the individual technical suitability, preliminary suitability tests should be carried out under the application 

conditions. 

 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 

Note: The information on this data sheet is based on our experiences and correct to the best of our knowledge. It is, however, not binding. It has to be 
adjusted to the individual structure, application purpose and especially to local conditions. Our data refers to the accepted engineering rules, which have 
to be observed during application. This provided we are liable for the correctness of this data within the scope of our terms and conditions of sale-delivery-
and-service. Recommendations of our employees which differ from the data contained in our information sheets are only binding if given in written form. 
The accepted engineering rules must be observed at all times. 

 

Edition 01/2025. Some technical changes have been made to this print medium. Older editions are invalid and may not be used anymore. If a technically 
revised new edition is issued, this edition becomes invalid. 

Product characteristics for Muraplast FK 17 

Type of Admixture 

 
Name of Admixture 

Colour 

Consistency 

Superplasticizer 

ASTM C494/C494M Type F and G 

Internal Production Supervision in accordance with GSA-PCM-L-A-1772-007  

Colour Code grey / yellow 

Form of Delivery 20 kg gallons, 200 kg barrels 1,200 
kg containers 

Muraplast FK 17 

Brown 

Liquid  
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